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7x19 STAINLESS STEEL AIRCRAFT CABLE
NYLON JACKETED TYPE 302/304

Mil-W-83420,  Latest Amendment,  Wire Rope,  Flexible for Aircraft Control,  Type-II
- Jacketed Wire Rope,  Composition B,  Corrosion-Resistant Steel.

Specification SD 119, Nylon Jacketed Mechanical Strand and Cable

MILITARY SPECIFICATION

COMMERCIAL GRADE

100 FT. STRENGTH PART DIAM
CODE IN LBS. IN LBS. NUMBER IN INCHES

.93 480 SF 0637901 1/16 - 3/32

.93 480 SC 0637910 1/16 - 3/32
1.18 480 SF 0637902 1/16 - 1/8
1.18 480 SC 0637911 1/16 - 1/8
2.0 920 SF 0947901 3/32 - 1/8
2.3 920 SF 0947902 3/32 - 5/32
3.9 1,760 SF 1257901 1/8 - 3/16
3.9 1,760 SC 1257917 1/8 - 3/16
6.1 2,400 SF 1567901 5/32 - 7/32
6.1 2,400 SC 1567913 5/32 - 7/32
7.5 2,400 SF 1567902 5/32 - 9/32
7.8 3,700 SF 1887901 3/16 - 1/4
7.8 3,700 SC 1887912 3/16 - 1/4
9.2 3,700 SF 1887902 3/16 - 5/16
9.8 5,000 SF 2197901 7/32 - 9/32

11.6 5,000 SF 2197902 7/32 - 11/32
12.5 6,400 SF 2507901 1/4 - 5/16
12.5 6,400 SC 2507915 1/4 - 5/16
14.4 6,400 SF 2507902 1/4 - 3/8
14.4 6,400 SC 2507910 1/4 - 3/8
16.2 7,600 SF 2817901 9/32 - 13/32
19.6 9,000 SC 3137909 5/16 - 3/8
21.7 9,000 SF 3137901 5/16 - 7/16
21.7 9,000 SC 3137911 5/16 - 7/16
27.2 12,000 SC 3757911 3/8 - 7/16
27.2 12,000 SF 3757901 3/8 - 1/2
27.2 12,000 SC 3757912 3/8 - 1/2

Custom Stranding
Cable can be manufactured to your particular
specifications.  Our extrusion department is able to
coat either our cables or your cables to your specs.


